
         Single Speed, 220v-700v, 50/60 Hz, 3 phase
HHXG Electric Chain Hoists (With Hook Suspension)
0.5Ton-3Ton

Specifications
Load Chain

50Hz 60Hz Power (kw)
Rotation
Speed
(r/min)

Diameter
(mm)

×chain falls

HHXG00501S 0.5 5.8 7.0 0.8 7.1 × 1 0.625

HHXG0101S 1 4.3 5.2 1.1 7.1 × 1 1.25

HHXG0202S 2 2.2 2.6 1.1 7.1 × 2 2.5

HHXG0303S 3 1.4 1.7 1.1 7.1 × 3 3.75

Dimensions (mm)
Headroom

L

HHXG00501S 0.5 550 150 112 250 245 27 45 85 14

HHXG0101S 1 590 150 112 250 245 30 50 105 15

HHXG0202S 2 770 173 90 250 245 38 65 136 22

HHXG0303S 3 775 186 77 250 245 56 70 164 30
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Additional Weight per 1m
Lift (kg)

1.1

1.1
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3.3
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Type Capacity
(t)

Lifting Speed (m/min)

Standard Lift
(m)

Lifting Motor
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K

Test Load
(t) Weight (kg)

3

Type Capacity
(t) A B C D F

76
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1440 (50Hz)
1728 (60Hz)
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          Single Speed, 220v-700v, 50/60 Hz, 3 phase
HHXG Electric Chain Hoists (With Electric Trolley)
0.5Ton-10Ton

Specifications
Load Chain

50Hz 60Hz 50Hz 60Hz

HHXG00501S 0.5 5.8 7.0 0.8 0.3 7.1 × 1 0.625 74-124 84 1.1

HHXG0101S 1 4.3 5.2 1.1 0.3 7.1 × 1 1.25 74-124 91 1.1

HHXG0202S 2 2.2 2.6 1.1 0.3 7.1 × 2 2.5 74-124 95 2.2

HHXG0303S 3 1.4 1.7 1.1 0.4 18.0 21.6 7.1 × 3 3.75 102-152 139 3.3

Dimensions (mm)
Headroom

L

HHXG00501S 0.5 550 150 112 250 245 27

HHXG0101S 1 590 150 112 250 245 30

HHXG0202S 2 770 173 90 250 245 38

HHXG0303S 3 775 186 77 250 245 56
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Type Capacity
(t)

Lifting Speed
(m/min) Standard

Lift (m)

Lifting Motor Traversing Motor

3

1440
(50Hz)
1728

(60Hz)

Test
Load
(t)

I - beam
(mm)

Weight
(kg)

Additional
Weight
per 1m

Lift
(kg)

Power
(kw)

Rotation
speed
(r/min)

Power
(kw)

Rotation
Speed
(r/min)

Traversing Speed
(m/min) Diameter

(mm)
×chain falls

1440
(50Hz)
1728

(60Hz)

15 18

Type Capacity
(t) A B C D K
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Electric Trolleys (suited for HHXG electric chain hoists)
0.5Ton-5Ton

Specifications and Dimensions (mm)

50Hz 60Hz

HHXGET005 0.5 0.3 0.8 74-124 1.5 5

HHXGET01 1 0.3 0.8 74-124 1.5 8.7 30 14 264 145 270 75 170 396

HHXGET02 2 0.3 0.8 74-124 1.5 13.9 30 14 264 145 270 75 170 396

HHXGET03 3 0.40 1.0 102-152 1.6 23.5 36 16 340 180 330 110 188 442

HHXGET05 5 0.40 1.8 102-152 1.6 40 40 29 342 182 334 110 190 442

Weight
(kg) A BI - beam

(mm)

Rotation
speed
(r/min)

Type Capacity
(t)

Motor
Power
(kw)

1440 (50Hz)
1728 (60Hz)

20 24

18 22

load
current

(A)

Min. Turning
Radius (m)

Traversing Speed
(m/min)

G M NC D F



(N)HHXG Electric Chain Hoists (With Hook Suspension)
0.5Ton-10Ton

Specifications
Load Chain

50Hz 60Hz Power (kw)
Rotation
Speed
(r/min)

Diameter
(mm)

×chain falls

(N)HHXG002501S 0.25 9 10.8 3 0.4 1440 4.0 × 1 0.31

Dimensions (mm)
Headroom

H

(N)HHXG002501S 0.25 300 455 210 225 120

NType Capacity
(t) A B D E

Type Capacity
(t)

Lifting Speed (m/min)

Standard Lift
(m)

Lifting Motor

Test Load
(t)

17

L

18

K

Ф31

          Dual Speed, 220v-700v, 50/60 Hz, 3 phase

Weight (kg) Additional Weight
per 1m Lift (kg)

36 0.4
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