
Lifting Electromagnets

Specifications

Steel Ball Steel Ingot Steel Scrap

LE70L/1 700 15 3.3 2500 380/200 120/100 490

LE80L/1 800 18 3.96 3000 480/250 150/130 620

LE90L/1 900 26.6 5.9 4500 650/440 250/200 800

LE110L/1 1100 35 7.7 6500 1000/800 450/400 1350

LE120L/1 1200 45.5 10 7500 1300/1000 600/500 1700

LE130L/1 1300 54 12 8500 1400/1100 700/600 2010

LE150L/1 1500 71.2 15.6 11000 1900/1500 1100/900 2830

LE165L/1 1650 75 16.5 12500 2300/1800 1300/1100 3200

LE180L/1 1800 102 22.5 14500 2750/2100 1600/1350 4230

LE210L/1 2100 129 28.4 21000 3500/2800 2200/1850 7000

LE240L/1 2400 154 33.9 28000 4800/3800 2850/2250 9000

LE110L/1-75 1100 27.6 6.07 6500 1000/800 450/400 1500

LE130L/1-75 1300 40.7 8.95 8500 1400/1100 700/600 2280

LE150L/1-75 1500 51.4 11.3 11000 1900/1500 1100/900 3175

LE165L/1-75 1650 55.6 12.2 12500 2300/1800 1300/1100 3840

LE180L/1-75 1800 73.9 16.3 14500 2750/2100 1600/1350 4690

LE210L/1-75 2100 98.5 21.7 21000 3500/2800 2200/1850 7810

LE240L/1-75 2400 117.6 25.9 26000 4800/3800 2850/2250 10115

LE250L/1-75 2500 185 40.3 \ 5600/4500 3500/2650 11100

LE70L/2 700 12.77 2.81 2500 380/200 120/100 520

LE80L/2 800 16.1 3.54 3000 400/250 150/130 650

LE90L/2 900 20.5 4.51 4500 600/400 250/200 900

LE110L/2 1100 27.5 6.05 6500 1000/800 450/400 1500

LE130L/2 1300 40.6 8.93 8500 1400/1100 700/600 2300

LE150L/2 1500 51.4 11.3 11000 1900/1500 1100/900 3200

LE165L/2 1650 60.6 13.3 12500 2300/1800 1300/1100 3500

LE180L/2 1800 73.8 16.2 14500 2750/2100 1600/1350 4530

LE210L/2 2100 98.5 21.7 21000 3500/2800 2200/1850 7410

LE240L/2 2400 111 24.4 \ 4800/3800 2850/2250 9830

Type Model Diameter (mm) Current
(A)

Power
(Kw)

Lifting Capacity (KG)
Weight (KG)

Normal Temperature Type
(DC-220V TD-60%)

High Frequency Type
(DC-220V TD-75%)

High Temperature Type
(DC-220V TD-60%)



Dimensions (mm)
Type Model A B C

LE70L/1 700 800 160

LE80L/1 800 800 160

LE90L/1 900 1090 200

LE110L/1 1100 1140 220

LE120L/1 1200 1180 220

LE130L/1 1300 1240 250

LE150L/1 1500 1250 350

LE165L/1 1650 1590 370

LE180L/1 1800 1490 370

LE210L/1 2100 1860 400

LE240L/1 2400 2020 450

LE110L/1-75 1100 1270 220

LE130L/1-75 1300 1290 250

LE150L/1-75 1500 1360 350

LE165L/1-75 1650 1690 370

LE180L/1-75 1800 1650 370

LE210L/1-75 2100 1900 400

LE240L/1-75 2400 2100 450

LE250L/1-75 2500 2260 450

LE70L/2 700 824 160

LE80L/2 800 824 160

LE90L/2 900 1115 200

LE110L/2 1100 1350 220

LE130L/2 1300 1280 250

LE150L/2 1500 1360 350

LE165L/2 1650 1690 370

LE180L/2 1800 1650 370

LE210L/2 2100 1912 400

LE240L/2 2400 2080 450
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High Temperature Type
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High Frequency Type
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