
Fall Arresters
100KG

Specifications

Type Active
radius(m)

Braking
speed(m/s) Rated load (kg) braking

distance (m) Impact (N) Failure
strength (N)

Mechanical life
(Times) Brake device Steel wire

material weight(kg)

FA-3 3 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 1.8

FA-5 5 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 2

FA-7 7 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 3.2

FA-10 10 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 3.5

FA-15 15 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 5

FA-20 20 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 6.5

FA-30 30 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 12.5

FA-40 40 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 10

FA-50 50 ≥1 100 ≤0.2 <3000N ≥8900 ≥2×10000 22

Double brake Galvanized
steel wire



Fall Arresters (new type)-round type
140KG

Specifications

Type Active
radius(m)

Braking
speed(m/s) Rated load (kg) braking

distance (m) Impact (N) Failure
strength (N)

Mechanical life
(Times) Brake device Steel wire

material weight(kg)

(N)FAR-3 3 ≥1 140 ≤0.2 <6000N ＞12000 ≥2×10000 3.8

(N)FAR-5 5 ≥1 140 ≤0.2 <6000N ＞12000 ≥2×10000 4.9

(N)FAR-7 7 ≥1 140 ≤0.2 <6000N ＞12000 ≥2×10000 6.1

(N)FAR-10 10 ≥1 140 ≤0.2 <6000N ＞12000 ≥2×10000 6.4

(N)FAR-15 15 ≥1 140 ≤0.2 <6000N ＞12000 ≥2×10000 7.9

(N)FAR-20 20 ≥1 140 ≤0.2 <6000N ＞12000 ≥2×10000 8.3

(N)FAR-30 30 ≥1 140 ≤0.2 <6000N ＞12000 ≥2×10000 12.2

Double brake Galvanized
steel wire



Fall Arresters (new type)-ellipitical type
200KG

Specifications

Type Active
radius(m)

Braking
speed(m/s) Rated load (kg) braking

distance (m) Impact (N) Failure
strength (N)

Mechanical life
(Times) Brake device Steel wire

material weight(kg)

(N)FAE-3 3 1 200 ≤0.2 <6000N ＞12000 ≥2×10000 4.8

(N)FAE-5 5 1 200 ≤0.2 <6000N ＞12000 ≥2×10000 5.9

(N)FAE-7 7 1 200 ≤0.2 <6000N ＞12000 ≥2×10000 7.1

(N)FAE-10 10 1 200 ≤0.2 <6000N ＞12000 ≥2×10000 8.4

(N)FAE-15 15 1 200 ≤0.2 <6000N ＞12000 ≥2×10000 9

(N)FAE-20 20 1 200 ≤0.2 <6000N ＞12000 ≥2×10000 10

Double brake Galvanized
steel wire


